
automatic irrigation

GEKA® plus sprinkler trolley

Advantage / benefit: ���������������������������������������������Sprinkler trolley incl. 40 m hose for up to 1220 m² irrigation area 
automatic irrigation with automatic shutoff 
turbine drive with adjustable water flow or  
retraction speed 
transmission with idle switch for an easy hose pull out 
with circular- and sector sprinkler V 80 made from metal 
handle bar with ergonomic height and soft-grip 
pointed front feets for stable stand 
fitted with GEKA® plus fittings made from brass

Area of application: ����������������������������������������������suitable for the use in large green areas and parks, from beds, small fields 
and tree nurseries up to sports facilities and equestrian stables

Material: ���������������������������������������������������������������frame: powder-coated steel; handrail: black rubber; sprinkler, fittings, side flange: 
brass; turbine, wheels: plastic

Operating pressure: ����������������������������������������������2-4 bar
Temperature range:�����������������������������������������������+4 to +40°C
Dimensions LxWxH cm: �����������������������������������������121 x 49 x 104
Please note: ����������������������������������������������������������pre-assembled with hose; spare parts available on demand

GEKA® plus sprinkler trolley RW40

Connection GEKA® plus quick coupling

Capacity 5/8“-hose approx. m 40
Water flow at 2-4 bar l/min 7,5-14
Throw distance at 2-4 bar approx. m 6-11,5
Irrigation area at 2-4 bar max. m2 533-1220
Net weight approx. kg 35
PU units 1
Item no. 42.9100.9

Circular- and sector-
sprinkler made from metal

high-quality GEKA® plus
fittings made from brass

pull-out trolley
with sprinkler

adjustable water 
flow

automatic
shutoff

idle switch for an
easy hose pull out

ergonomic handle 
height with soft-grip
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available 
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2 Ordering:       by fax: +49 7191 34 52 - 100        by e-Mail: info@geka.de


